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Sac County Sheriff’s Office & Jail
Jail Classification Requirements

The Sac County Jail is to be designed as a Podular Remote Supervision
County Jail. The inmate management of the facility will be sanctioned oriented
with the goal of offering the inmate opportunity to modify behavior to make
incarceration a positive experience to the extent possible.

In lowa, many of the spaces incorporated into a new Jail are required to
meet minimum standards set by the state. These requirements include square
footage, fixtures per inmate, separation of inmates and support areas. Bed
space in a Jail cannot be based on just the number of inmates.

The lowa State Jail Standards require that certain types of inmates are
kept separated by “architectural design barring conversational and visual contact
from each other.” These classifications include:

1. Juveniles / Adults
2. Males / Females

Per state code, it is required that certain types of inmates are kept
separated “whenever possible.” These classifications include:
1. Felons / Misdemeanants
2. Pretrial / Sentenced
3. Witnesses / Suspects

Per state code and adopted standard policies and procedures, it is
required that certain types of inmates are kept physically separated. The
classifications include but are not limited to:

1. Prisoners of whom violence is reasonably
anticipated

2. Prisoners who are a health risk to others

3. Prisoners of whom sexually deviant behavior is
reasonably anticipated

4. Prisoners likely to be exploited or victimized by
others

5. Prisoners with air borne contaminants or other
transmittable diseases

6. Prisoners which may be subject to suicide

7. Prisoners which have committed sexual crimes

Due to these restrictions, once a multiple bed area is occupied by one
classification, only inmates of the same classification can / should be housed
there. Thus, the additional beds in that area become basically unusable thereby
reducing the overall capacity.

The federal government is also enforcing the Prison Rape Elimination Act
which requires the separation of individuals who could possibly be subject to be
exploited or victimized by other inmates. This could include transgender, sexual
predators or inmates that may or appear to have other sexual orientations.
These types of inmates are required to be separated from other prisoners for
their protection per federal regulations.
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Sac County Sheriff’s Department & Jail
Out-of-County Housing Costs Projections

The current jail only has two main cell areas and one isolation cell. This makes it
extremely difficult to separate inmates with different classifications as required by
the State Jail Standards. It is not even feasible to accomplish sight and sound
separation to hold female inmates. The County has had to house inmates out of
County either because they were full or the inmate needed to be separated. The
State Jail Inspector has noted several problems with the facility and inability to
classify inmates in his reports.

Typically, the County would house their out of County inmates at Buena Vista
County or at Carroll County. It is becoming harder to find contiguous Counties
willing to take additional inmates and they only want the good inmates. The
Supervisors, Public and Jail Committee typically want to know what the cost is to
house an inmate out of the County.

Buena Vista County is about 25 miles one way to transport inmates and Carroll
County is about 31 miles one way. Based on other Counties’ experience, each
inmate is transported a minimum of 2 trips. Many Counties experience an
average of 3 to 4 trips to take them back and forth for depositions and court
appearances.

The costs estimated are as follows:

Vehicle - $45,000 for five years

Outfit Vehicle with Equipment - $16,000.00

Total Vehicle Cost for 5 Years - $61,000.00

(Years will be reduced on number of miles for transports)
Cost to Run Vehicles - $0.62 / Mile

Deputies Hourly Wages with Fringes - $51.31 / Hour

Transport to Buena Vista County

Housing Costs - $75.00 / Day

Round Trip - 50 Miles @ $0.62 / Mile = $31.00 X 2 Trips = $62.00 / Inmate
Wages - 2 hours to transport and book = $102.62 / Trip X 2 Trips = $205.24
Total Trip Cost per Inmate = $267.24 + $75 / Day for Inmate Housing Costs

Transport to Carroll County

Housing Costs - $65.00 / Day

Round Trip - 62 Miles @ $0.62 / Mile = $38.44 X 2 Trips = $76.88 / Inmate
Wages — 2.5 hours to transport and book = $128.27 / Trip X 2 Trips = $256.54
Total Trip Cost per Inmate = $333.42 + $65 / Day for Inmate Housing Costs



This cost would be substantially higher if the deputies have additional trips. The
current average length of stay is 11.04 days per inmate. If an inmate is even
held for 5 days, an additional $375 would have to be paid to that County. That
would mean the cost for that one inmate could be as high as $717.24 for just two
trips. If you have to go further to find a facility to house your inmates, the costs
can add up even faster.

At the average of 8.15 inmates per day and average length of stay of 11.04 days,
this amount could be very high if the jail were closed or the State Jail Inspector
reduced the capacity of the jail. It also takes our deputies away from providing
safety and protection for our citizens because they are transporting inmates.

Another misconception is that when our inmate is being held out of
County, that county will have to pay for any medical attention that inmate would
require due to injury or health conditions. That is not the case. They would call
the Sac County Sheriff or Jail Administrator and tell them they would have to
come and take the individual to a medical facility for treatment. The County
would be responsible for providing the medication for the County housing that
inmate as well. More facilities are experiencing more mental health issues due to
the closures of some of the mental health facilities and lack of bed space for
treatment. Treatment centers are becoming more remote and a further distance
from most facilities.

As jails become full, it will be more difficult to find adjacent County's to
take the inmates to be housed which will drive up costs to transport. Many jails
that have increased population can’t provide the proper separation for some of
the violent inmates being experienced in the correctional systems. Wages, gas,
vehicle cost and housing costs will increase the cost per inmate to house out of
County.



Sac County Sheriff’'s Office & Jail
Inmate Housing Projections 3% Average Growth
Annual Costs If Jail is Closed & All Inmates Held Out Of County
Projections Figured On All Years Averaged

Average Daily Population of 8.15 & Average Length of Stay of 11.04 Days

Average Trip Cost of $300.33 & Average Bookings of 341

# of Inmates
Average Daily Annual

YEAR Populations Cost

2024 8.15 $325,519
2025 8.39 $345,145
2026 8.64 $366,272
2027 8.90 $388,612
2028 9.17 $412,362
2029 9.45 $437,787
2030 9.73 $464,385
2031 10.02 $492,526
2032 10.32 $522,660
2033 10.63 $554,505
2034 10.95 $588,178
2035 11.28 $624,134
2036 11.62 $662,145
2037 11.97 $702,707
2038 12.33 $745,534
2039 12.70 $791,152
2040 13.08 $839,314
2041 13.47 $890,080
2042 13.87 $944,120
2043 14.29 $1,001,556
Total $12,098,693

Note:

1. Assumes the inmate housing cost of $75 / Day with a 3% increase per year.

2. Assumes no increase in the average length of stay which is unrealistic with inmates with
mental challenges requiring treatment.

3. Does not assume additional trip costs for additional trips for medical or mental
treatments.

4. Does not include any trips to Counties further away that will take inmates that would not
be able to be housed in contiguous counties due to disabilities, that are dangerous or have
gender specific issues.

5. Does not include any increases in staff. Individuals arrested will still have to be booked

into the existing facility, then transported and booked into the out of county facility. This
typically results in additional staff or at a minimum overtime for the deputies doing the
transports.

Based on an average 3% increase projection you would be in the range of 15 inmates
per day in 20 years. Based on the 3% increase per year, the plan and future expansion
should be to accommodate in the range of 30 inmates on a daily basis. Jails are
considered full at 80% population due to the inability to be able to separate inmates into
classifications. A 30-bed jail would be considered full with 24 - 26 inmates dependent
upon classification.



Currently the County has experienced bookings in the range of 460 bookings a year.
There has also been increases in average daily population and average length of stay.
These spikes can’t be predicted but need to be taken into consideration in designing a
new facility. If you are looking at a facility to last a minimum of 50 years, you would
basically be looking somewhere in the range of a 26-bed facility with future expansion
capabilities.

It is important to note that there are over 50 individuals with mittimus sentences waiting
to serve their time on a work release basis. If the jail is closed the courts will require
these individuals to serve their sentences immediately. This would require these
individuals to be housed out of County. The work release sentence would require that
they be transported back in the morning to go their jobs and be transported back to the
County holding them at night to serve their time. This would be a substantial cost to the
County and taxpayers.

This projection represents holding all inmates out of County and assumes no jail or
holding facility. The annual cost assumes out of County housing can be found in an
adjacent County at the rate of $75 / Day. This does not assume the costs for
transportation and wage costs to transport the inmates. There has been no adjustment
for inflation for out of County housing costs.

Several Counties have increased their housing costs to $65 to $75 / Day and some are
considering an annual charge for Counties wanting a contract for housing their inmates.
Counties are basing the annual charge on the need for additional employees to handle

the additional inmate populations. The increase in the daily housing costs represents a
19% to 28% increase in daily housing costs.

The new facilities that are being built are looking at a 50-year to 75-year life cycle at a
minimum. Taking into consideration the length of time the current jail has been utilized
for over 85 years, it would be recommended to look at an option to provide future
expansion within the existing facility to minimize future costs.






Correctional & Jail Support
Space Requirements






Correctional Requirements

The Sac County Jail is to be designed as a Podular Remote Supervision County
Jail. The inmate management of the facility will be sanctioned oriented with the
goal of offering the inmate opportunity to modify behavior to make incarceration a
positive experience to the extent possible.

To control costs the classification of the facility should be as follows:

East Max Security 2 Beds 2 - Single Occupancy Cells
East Medium / Max 4 Beds 2 - Double Occupancy Cells
General Population 6 Beds 1 - Dormitory Cell

Work Release / GP 6 Beds 1 - Dormitory Cell

West Max Security 2 Beds 2 - Single Occupancy Cells
West Medium / Max 4 Beds 2 - Double Occupancy Cells
Special Status 2 Beds 2 - Single Occupancy Cells
Total Main Jail 26 Beds

The design allows for up to 12 different inmate classifications.

Single Holding Cell Total Capacity of 2
Single Holding Cell Total Capacity of 2
Detox Holding Cell / Padded Cell Holding 1

Please note that the Holding Cells are not included in the rated bed capacity
since they have a 24-hour limitation. The detox and holding cells are to be
located adjacent to the booking and outside of the main jail housing. These cells
are typically utilized for holding individuals for up to 24 hours maximum.

Design includes possibilities for future expansion within the existing facility along
with an addition to the building for future expansion.

Inmate Housing Space Requirements

The cell pods will not have sight lines into any other area or into the control room.
These sight lines will be controlled by the use of reflective glass in the dayrooms
to eliminate the inmate’s ability to determine if they are being watched. Female
cells will be isolated with the use of doors in a secure sallyport.

Inmates will be directed out of their pods into the secure corridor to walk to the
exercise area. The electric locks on the doors would be operated by the control
room and staff would not be required to move them. Space requirements have
been determined based on lowa Jail Standards requirements.



East Maximum Security

This space is a podular remote surveillance maximum security classification
housing unit. The unit will accommodate two single cells with attached dayroom,
be monitored by a roving staff officer viewing from outside the unit and have
supplemental monitoring by the control room via CCTV. High security cells are
provided with a toilet, lavatory and access to a shower and a dayroom. This
prisoner is considered violent and could possibly be locked down for 23 hours at
a time and let out for one hour per the lowa Jail Standards. The door would have
a food pass to allow for delivery of meals. This area would be located adjacent to
the General Population area and could be combined in the same cell block as
Medium Security.

- Design Criteria:
2 Single Cells — 2 Upper Level Future Expansion
4 Inmates @ 70 SF Each = 280 SF
Dayroom Minimum 100 SF or 35 SF Each = 140 SF
Shower = 20 SF
Total NSF = 440 NSF

Furniture - The dayroom will contain a steel table with attached seating secured
to the floor. Cells will contain a steel floor-mounted bunk, penal type stainless
steel sink-toilet combo, a steel shelf with clothing hooks (breakaway type).

Shower - There will be one shower unit located inside the dayroom area.

Equipment - TV, wall-mounted penal type telephone (collect call only). The
Dayroom will have one Video Visitation station.

Doors — Dayroom doors will be equipped with a lockable food pass and intercom
within door frame.

Cell doors will be equipped with half window, lockable food pass and intercom in
the door frame.

Windows- Skylights will be used to emit the required natural light.



East Medium Security

This area will be located in the maximum security cell block to minimize space to
meet State Jail Code requirements. The unit will be a podular remote
surveillance area and accommodate 4 inmates housed in 2 double occupancy
cells. The cells will be monitored by a roving staff officer viewing from outside
the cell in the dayroom and have supplemental monitoring by the control room
via CCTV. The purpose of this unit is to house medium to maximum security
inmates and those who cannot be housed in the general population. The door
should be provided with a food pass. These cells can also be used for maximum
security or inmates requiring separation. These cells would be combined with
the Maximum Security cell pod to minimize dayroom and shower requirements.

- Design Criteria:
4 Inmates — 4 Upper Level Future Expansion
2 Double Cells — 2 Upper Level Future Expansion
4 @ 110 NSF Each =440 NSF
Dayroom Minimum 100 SF or 35 SF Each = 280 SF
Shower = 20 SF
Total NSF = 740 NSF

Furniture - The Dayroom area will contain a steel table with attached seating
secured to the floor. The cells would contain a steel floor-mounted double bunk,
penal type stainless steel sink-toilet combo, a steel shelf with clothing hooks
(breakaway type).

Shower - There will be one shower unit located inside the dayroom area. It may
be possible to share a shower area with the Male Max if a common dayroom is
used.

Equipment - TV, wall-mounted penal type telephone (collect call only). The
Dayroom will have one Video Visitation station.

Doors — Dayroom doors will be equipped with a lockable food pass and intercom
within door frame.

Windows- Skylights will be used to emit required natural light.



General Population Dorm

This space is a podular remote surveillance minimum security classification
housing unit designed to house low risk inmates. The space is an open dormitory
configuration designed to house 6 inmates. The living unit will be monitored by a
roving staff officer viewing from outside the unit and have supplemental
monitoring by the control room via CCTV. The dayroom, although not

required will be contiguous to the living unit separated by a half wall.

- Design Criteria:
6 Inmates — 6 Upper Level Future Expansion
Open dormitory
12 Inmates @ 60 NSF Each = 720 NSF
Toilet, Lavatory & Shower = 50 NSF
Total NSF = 770 NSF

Furniture - Steel tables with attached seating secured to the floor to
accommodate assigned inmates. The dormitory will contain steel floor-mounted
double bunks, penal type stainless steel sink-toilet combo and one urinal
separated by knee walls and a steel shelf with clothing hooks (breakaway type)
for each double bunk.

Toilet & Shower - There will be one shower unit and 2 toilets located adjacent to
the dayroom area.

Equipment - TV, wall-mounted penal type telephone (collect call only). The
Dayroom should have one Video Visitation station.

Doors — Dayroom doors will be swing type maximum security type controlled by
the control room and equipped with a lockable food pass. There will be an
intercom located in the frame of the door.

Windows- Skylights will be used to emit required natural light.

Note: Possibility of increasing beds with an upper level expansion.



West Maximum Security

This space is a podular remote surveillance maximum security classification
housing unit. The unit will accommodate 2 single cells with attached dayroom
and will be monitored by a roving staff officer viewing from outside the unit and
have supplemental monitoring by the control room via CCTV. High security cells
are provided with a toilet, lavatory and access to a shower and a common
dayroom. This prisoner is considered violent and could possibly be locked down
for 23 hours at a time and let out for one hour per the lowa Jail Standards. The
doors would have a food pass to allow for delivery of meals. This area would be
located adjacent to the General Population area. This cell pod could be utilized
for the Male or Female Medium Security cells.

- Design Criteria:
2 Single Cells — 2 Upper Level Future Expansion
4 Inmates @ 70 SF Each = 280 SF
Dayroom Minimum 100 SF or 35 SF Each = 140 SF
Shower = 20 SF
Total NSF = 440 NSF

Furniture - The dayroom will contain a steel table with seating secured to the
floor. Each cell will contain a steel floor-mounted bunk, penal type stainless steel
sink-toilet combo, steel wall mounted shelf with floor mounted stool, a steel shelf
with clothing hooks (breakaway type).

Shower - There will be one shower unit located inside the dayroom area. It may
be possible to share a shower area with the Medium / Maximum Security cells if
the units are located in the same dayroom.

Equipment - TV, wall-mounted penal type telephone (collect call only). Dayroom
will have one Video Visitation station.

Doors — Dayroom doors will be equipped with a lockable food pass and intercom
within door frame. Cell doors will be equipped with window, lockable food pass
and intercom in the door frame.

Windows- Skylights will be used to emit the required natural light.



West Medium Security

This area will be located in the maximum security cell block to minimize space to
meet State Jail Code requirements. The unit will be a podular remote
surveillance area and accommodate 2 inmates housed in 1 double occupancy
cell. The cell will be monitored by a roving staff officer viewing from outside the
cell in the dayroom and have supplemental monitoring by the control room via
CCTV. The purpose of this unit is to house medium to maximum security inmates
and those who cannot be housed in the general population. The door should be
provided with a food pass. These cells can also be used for maximum security or
inmates requiring separation. These cells would be combined with the Maximum
Security cell pod to minimize dayroom and shower requirements.

- Design Criteria:
4 Inmates — 4 Upper Level Future Expansion
2 Double Cells — 2 Double Upper Future Expansion
4 @ 110 NSF Each =440 NSF
Dayroom Minimum 100 SF or 35 SF Each = 280 SF
Shower = 20 SF
Total NSF = 740 NSF

Furniture - The Dayroom area will contain a steel table with attached seating
secured to the floor. The cells would contain a steel floor-mounted double bunk,
penal type stainless steel sink-toilet combo, a steel shelf with clothing hooks
(breakaway type).

Shower - There will be one shower unit located inside the dayroom area. It may
be possible to share a shower area with the Male or Female Max if a common
dayroom is used.

Equipment - TV, wall-mounted penal type telephone (collect call only). The
Dayroom will have one Video Visitation station.

Doors — Dayroom doors will be equipped with a lockable food pass and intercom
within door frame.

Windows- Skylights will be used to emit the required natural light.



Work Release / Female / General Population Dorm

This space is a podular remote surveillance minimum security classification
housing unit designed to house low risk inmates. The space is an open dormitory
configuration designed to house 6 inmates. The living unit will be monitored by a
roving staff officer viewing from outside the unit and have supplemental
monitoring by the control room via CCTV. The dayroom, although not required
will be contiguous to the living unit separated by a half wall.

- Design Criteria:
6 Inmates — 6 Upper Level Future Expansion
Open dormitory
12 Inmates @ 60 NSF Each = 720 NSF
Toilet, Lavatory & Shower = 50 NSF
Total NSF = 770 NSF

Furniture - Steel tables with attached seating secured to the floor to
accommodate assigned inmates. The dormitory will contain steel floor-mounted
double bunks, penal type stainless steel sink-toilet combo separated by knee

walls and a steel shelf with clothing hooks (breakaway type) for each double
bunk.

Toilet & Shower - There will be one shower unit and 2 toilets located adjacent to
the dayroom area.

Equipment - TV, wall-mounted penal type telephone (collect call only). The
Dayroom should have one Video Visitation station.

Doors — The Dayroom doors will be swing type maximum security type controlled
by the control room and equipped with a lockable food pass. There will be an
intercom located in the frame of the door.

Windows- Skylights will be used to emit the required natural light.

Note: Possibility of increasing beds with an upper level expansion.



Special Status Cells

This is a maximum security classification housing unit. This unit will
accommodate 2 inmates and is used to house inmates who are violence prone,
have contagious diseases, are suicidal, or who require isolation. Cells are
provided with a toilet, lavatory. This area would have access to showers.
Negative air pressure will be provided in this area to avoid contaminating the air
in other areas in case of holding an inmate with a contagious disease. This will
be located within direct vision of the control room for suicide watch. This could be
separated from the main jail housing pods to serve as additional holding or
Maximum Security cells for male or female.

- Design Criteria:
2 Single Cells
2 Inmates @ 70 SF Each = 140 SF
Dayroom Minimum 100 SF or 35 SF Each = 100 SF
Shower = 20 SF
Total NSF = 260 NSF

Shower — A shower will be located between the individual cells and with doors
controlled by the control room.

Furniture - Steel desk with floor mounted stool, steel floor mounted bunk, steel
table with attached seating secured to the floor.

Equipment - Stainless steel penal type sink and toilet, intercom in the door
frame of the cell with monitoring capability, volume control and call button. The
Dayroom will be equipped with one Video Visitation station.

Doors- Metal security type with large reflective security glass window and
lockable food pass.

Windows - Skylights will be used to emit the required natural light.



Central Control Room

This will be located in the center of all the main jail housing units with direct
vision into each unit. All electronic locking doors, TVs, intercoms, video visitation,
exterior and interior cameras and other functions of the main jail housing and jail
support areas are controlled from the panel in this room. One person would be
able to control the functions of the facility. Central control is a fixed post operating
24 hours per day, 7 days per week.

Design Criteria NSF: 500

General Design Description - This is a secure, self-contained area within the
security perimeter of the jail. The Central Control Room will have a separate
bathroom, separate climate control system, and access/egress system as
compared to the remainder of the facility. It must have its own security envelope
separate from that of the rest of the secure area, including secure walls, glazing,
doors, ceilings, floor, and entry. A pass-through door or slot is needed to transfer
paperwork and keys. The flooring will be raised to allow for security equipment
conduit, maintenance accessibility and for improving lines of sight through
windows from a sitting position. The control room should be situated so as to
provide direct or indirect sightlines into as many housing units as possible, as
well as the intake area, and the main corridor. The security control and
monitoring panels must be designed so as to minimize movement of the control
officer. Equipment space must be accommodated above the Control Room or in
close proximity for all Security Systems and E911 Systems.

Furniture — Countertop, 911/Control Stations with chair, Filing cabinets.

Equipment - Control panel containing door controls, color CCTV monitors for the
jail, Sheriff's Administration and Courthouse, intercom and communication
systems, emergency alarm, E911 station, Phone and fire alarm systems.

Doors - Steel lockable doors.

Windows -Security glass windows placed as to allow the most visibility of
surrounding rooms as possible. Use of mirrored glazing can be employed to
eliminate lines of sight.

General Design Description - This is a high security area. This area requires the
use of concrete, steel, and high security glazing. It requires officers to be safely
separated from the inmates, but still have a high visibility surveillance capability.



Exercise Area

The exercise area will be available for outdoor and indoor exercise by inmates on
a scheduled basis. It will be an enclosed area equipped with a retractable door at
a minimum elevation of 10’, security mesh and bug screen to permit fresh air and
sunlight, and provide a secure, warm enclosure as needed. Exercise must be
available to the inmates for at least two 1 hour periods per week per lowa Jalil
Standards. The activities may include calisthenics, aerobics, walking, etc. Ceiling
height must be a minimum of 18 feet. There will be sufficient floor space that
allows large muscle movement and exercise. The exercise area will be used for
fire evacuation from the jail housing area. There will be a secure sallyport with an
exit to the exterior of the building. The exercise area should be located for
directed access and provide an entrance that eliminates line of sight when the
females are moved to exercise.

Design Criteria: NSF: 500 (Minimum Requirement)
Equipment - CCTV monitored at control room.

Doors - Steel security swing out type door.

Janitorial Storage and Supply

This room will be used for storage of equipment used by janitorial staff, storage
of all cleaning supplies, restroom supplies, and various chemical agents
associated with cleaning and maintenance of the facility. It should be located
centrally to the main jail housing unit.

Design Criteria: NSF: 50
Equipment: Mop sink with storage for janitorial materials (buckets, mops, buffers,
etc). Shelving for supplies (light bulbs, paper products, waxes, stripping agents,

etc).

Doors — Steel entry door (lockable)



Vehicular Sallyport

The drive through vehicle sallyport will be designed so as to allow in-coming law
enforcement and transport officers to drive vehicles into a secure area for loading
and unloading prisoners. This area should be designed to accommodate patrol
vehicles. The overhead doors should be sized to accommodate emergency
vehicles also. Trench drain, carbon monoxide detectors, hose bibs and a unit
heater would be provided in this space. It would be located adjacent to the
booking area. The control room controls interlocking overhead doors and exterior
doors. Also located within this Sallyport area will be single shower, changing
bench, and eyewash station to be used for decontamination procedures when
necessary. A small fenced in area for storage of larger evidence could be
included if possible.

Design Criteria: NSF: 1000
Furniture - 4 built in gun lockers.

Equipment - Vehicle washing equipment, CCTV cameras located at entrance,
interior of sallyport and outside exit. Intercom at vehicle signal point, walk in door
and inside the sallyport near interior intake door. Plumbing for car washing
equipment should be incorporated.

Doors — Provide large secure metal garage doors at either end of the sallyport for
entrance and exit of vehicles. There will be a metal security walk in door next to
the incoming garage door.

Kitchen

Currently the County prepares all inmate meals. A small kitchen with
sufficient storage would be required. This should be located directly off of the
vehicle sallyport to accommodate deliveries. This would contain a small
restroom for staff.

Design Criteria: NSF: 660
Furniture - Kitchenette with cabinets and sink, lavatory and mop sink
Equipment - 3 bay sink, microwave, coffee machine, toaster, stainless steel
tables. It should be deigned to accommodate a commercial dishwasher,

convection oven, induction plates, double door stand up freezer and refrigerator
to prepare their own meals.



Intake Holding Cell - Two Cells - 3 Person Occupancy

The intake holding cell is designed to keep inmates secure while they are being
processed into the facility or while they are awaiting transportation to another
location. The control room staff will monitor these units electronically via CCTV
on a continuous basis. Holding cell may hold up to 3 inmates for up to 24 hours.

- Design Criteria:
6 inmates
2 cells @ 20 SF Each Inmate = 120 Total NSF

Furniture — None

Equipment - Stainless steel penal type sink and toilet combo, concrete or
wooden benches mounted along opposite walls with adequate sitting space for
up to 3 inmates, floor drain, intercom with monitoring capability and volume
control, and CCTV.

Doors - Metal security type with large security glass window and lockable food
pass to allow for securing of inmates prior to opening of door.

Detoxification / Padded Cell

This holding area is designed for maximum security and will contain a
one-person detoxification cell to be used for male or female prisoners. This
space will be arranged so as to allow staff to closely monitor inebriated persons
who are admitted to the facility. The inmates who are inebriated to the extent that
they may be a danger to themselves or to others will be housed in these units.
Direct entry from the Vehicular Sallyport should be provided.

- Design Criteria:
1 Inmates
Single Cell @ 70 SF = 60 Total NSF

Equipment — Flushing Floor Sink, concrete sleeping platforms approximately 8
inches above floor, flushing floor drain, exterior hose reel, intercom with
monitoring capability and volume control, and CCTV.

Doors - Metal security type with large security glass window and lockable food
pass. One door to be located directly off of the booking sallyport and one door
into the booking area

Windows - Window in interior door.



Inmate Booking

The booking area is where all inmates are processed in and out of the
Correctional Center. It will be located directly off of the Vehicular Sallyport and
surrounded by the holding cells, search area, and medical exam room. The area
will have cameras and digital recording for monitoring inmate’s actions. The live
scan and intoxilizer will be located at the booking desk. The control room will
monitor this area and booking can control the holding cells doors. There will be a
secure sallyport outside booking with a bench that inmates can be locked down.
A transaction window and counter will be located so officers can fill out their
reports in the secure sallyport prior to accepting the inmate into the facility. Work
release inmates will report to this window to be searched and processed back
into the facility. A panic button should be installed in case of emergency.

Design Criteria: NSF: 250

Furniture - Booking counter, LiveScan/Photo area, CCTV monitoring cameras to
view entire area by control room with a remote to the Jail Administrator.

Equipment - CCTV, intercom, "collect only" public telephone, regular telephone,
and computer terminal at booking counter. Four, 4-drawer file cabinets, shelving
unit for intake forms located under booking counter.

Doors — Secure Metal doors to main housing, holding cells and corridors.

Search

This area will be located directly adjacent to Booking. All inmates entering the
correctional facility will be searched in this area. There will be a toilet and shower
for decontamination of inmates. There should be a shelf to store some inmate
issue uniforms for the inmate to change.

Showers and fixtures need to meet ADA codes.

Design Criteria: NSF: 125
Furniture - Small shelf for inmate issue for the inmate to change into.

Equipment — Shower, toilet with remote flush and fixtures meeting ADA codes.

Doors - Wood entry lockable



Inmate Property Storage

The inmate property room will be a space where inmate personal property will be
stored in a secure manner. Storage will be both hanging and shelving types. The
property and clothing will be taken from the newly received inmate, will be
laundered if necessary, and placed into storage bags and compartments in the
Pacific Concepts storage unit. ltems too large for the bag unit will be stored on
shelves in plastic basket type containers with labels containing inmate's name
and file number.

Design Criteria: NSF: 100

Furniture - Small counter for inventory and overhead cupboard for property
release forms. Equipment - Pacific Concepts Strong Bags for 25 inmates and
rack.

Doors - Solid Wood Entry (lockable) Exhaust fan adequate for continuous air
flow.

Inmate Issue / Laundry

The inmate issue area will contain clean sheets, towels, blankets, uniforms,
mattresses, pillows, toiletry items (toothbrushes, combs, soap, etc) for 25
inmates plus an additional supply (approx 15 percent) on hand for replacement.
An area for residential-grade washer and dryer will be included in this space.

Design Criteria: NSF: 20

Commissary

The commissary storage area is used to keep various items provided to the
inmates. It functions as the institutional general store in that inmates may
purchase certain items on an approved list issued by the jail administrator.
Examples may include toothpaste, candy bars, combs, tooth brushes, etc. The
commissary items will be delivered to the living units by way of a commissary
cart as opposed to the inmates going to the “store”. These services are minimal.

Design Criteria: NSF: 50
Furniture - Small counter for inmate order processing and inventory functions.
Equipment - Metal shelving along wall.

Doors -Metal entry (lockable) wide enough to accommodate a small 4 wheeled
cart.

Property Storage, Inmate Issue, Laundry and Commissary could possibly
be combined to reduce square footage. Coordination of storage methods
and space would be required to provide proper security and safety.



Mechanical / Electrical

An area will be required for Mechanical, Electrical, Water Service and Fire
Sprinkler Systems. Size will be dependent on the types of HVAC used for the
Facility

Design Criteria: NSF: 300
Multi-Purpose Room / Library

The multi-purpose room will house a general and limited legal library. In addition,
it will be utilized by inmates involved in activities relating to their needs. Programs
such as G.E.D., A.A., job assistance skills training, religious services and
counseling, and other rehabilitative services may be conducted here. All activities
will be scheduled in accordance with Jail policy. Library materials will be
transported to the living units in small book carts by staff. The area will also serve
as the contact point between inmates and various volunteers screened by the
Jail Administrator for specific programming or services. It should be monitored by
camera. It may be used as a future Video Arraignment area.

Design Criteria: NSF: 200

Furniture - The area should have a small bookcase, a small table, and chair for
seating. The multi-purpose room should have a dry erase board, tables, and

seating for up to 6 inmates. There should be lockable storage for supplies and
video/audio cassettes and DVDs.

Equipment - The multi-purpose room will be equipped with TV, VCR/DVD
player, and a bookshelf.

Doors - Security with half window.
Medical Exam Room

This room will serve as a location to store medicines, perform psycho analysis
exams and bring a physician in for inmate exams. It will also be used for the
data master for breathalyzer testing along with the ability for the officer to
download the recordings. It will have video and audio recording capabilities
which can be shut off for HIPPA requirements as necessary.

Design Criteria: Exam Room: 180 NSF
NSF: 180

Furniture — The exam room will have a chair and countertop, desk with
workstation, small kitchenette and pantry style cabinet. Room for a cot or exam
table should be considered for physician visits.



Equipment - Each room will contain a panic device to call for assistance or to
terminate the visit. There should be a direct phone for private communication and
power and data outlets for the data master and computer. The room will need
audio and video recording capabilities with its own jail workstation for
downloading recordings. The system needs to have the ability to shut off the
recording when private exams or mental evaluations are being performed.

Attorney / Bonding Visitation / Arraignment Area

This area will be separated into a room for the attorneys and bonding agents to
meet with their clients and a separate room for the inmate. The inmate side
should be located off the Booking. There will be a security window with a pass
through. The inmate will be locked in until their transaction is complete. The
attorney and bonding agent side would be located on the nonsecure side and
would be entered from the Video Visitation area.

Design Criteria: Professional Visitation Room: 150 NSF
Inmate’s Room: 60 NS
NSF: 210

Furniture — The Attorney / Bonding room will have a chair and countertop, desk
with workstation The inmate’s room will consist of a countertop and steel stool
mounted to the floor.

Equipment - Each room will contain a signaling device to call for assistance or to
terminate the visit. There should be a direct phone for private communication and
a direct intercom system controlled from the Magistrate side.

Public Inmate Visitation

The public video visitation is mainly done on |-Pads remotely. The lines are paid
for by the person calling or inmate accounts. The entry would be located on the
exterior of the building and the lock on the door would be controlled by the staff in
the control room. The room would serve as the entry to the attorney / bonding
agents’ room which the door lock would be controlled at the control room. The
stellar teller for the public to put money into inmate accounts would be located
here.

Design Criteria: Professional Visitation Room: 250 NSF

Furniture — Countertop and chair for one video visitation station expandable to
two stations would be provided.

Equipment — Stellar Teller kiosk, one video visitation computer and cameras for
monitoring activities
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Sac County Sheriff’s Office & Jail
Administrative Space Requirements Assessment

Method of Development

Midwest Construction Consultants has participated with the staff to collect
data needed to provide space requirements to determine the feasibility of a new
facility. Consideration has been provided for future expansion based on
projected increases in daily population over the next 20 to 50 years. We have
identified the current space requirements needed to accommodate the current
deficiencies and current State Jail Standards. The space requirements will meet
the long term needs of the Sac County. The new law center will accommodate
the Sheriff's Administrative Offices, Emergency Management, E-911 / Dispatch
the Jail and support areas.

Civil / Administrative Space Requirements

Civil / Reception

This area needs to be secured from the public. The walls around the
perimeter of this area should be extended to the ceiling with armorflex
bulletproofing and a bulletproof transaction window. There will be a desk for
processing gun permits and other documentation and a workstation for the Civil
Secretary. The Civil Secretary is responsible for processing gun permits,
registering visitors, processing inmate visitation, receiving the public and
providing administrative assistance to the Sheriff, Chief Deputy and staff. The
Civil Reception area should have access to dead record storage and be located
near the Sheriff and Chief Deputy’s offices.

Design Criteria: Net Square Feet: 380

Furniture — 2 Workstations, side chairs, transaction counter, high density filing
system

Equipment — Voice & Data, telephone with intercom capability throughout the
entire facility, copier, networked printer, bulletin board, computer and camera in
Lobby for identification photographs



Record Storage

The record storage will be incorporated as part of the Civil / Reception
office. It should be out of public sight lines and accessible to the Civil Secretary
as well as staff. High density shelving will reduce space requirements for record
storage.

Design Criteria: Net Square Feet: 150

Furniture — High Density Shelving

Clerical Supply Room

This area is to be located immediately adjacent to the Civil Secretary and
accessible to the staff. This could be an open room with shelves and cabinets for
the storage of paper and office supplies for the Sheriff's Department. The room
could be used for the copier and office mail boxes. It should have a small
countertop for collating papers.

Design Criteria: Net Square Feet: 160

Equipment — Shelves, Cabinets, Copier and Counter Space

Dead Record Storage

The dead record storage room is designed as long term storage required
by mandate to store permanent records. These inactive records that accumulate
over the years are not reviewed frequently and will be stored in a separate
space. This area will contain Sheriff’s civil and criminal records, correctional
administrative records and long term records that need to be stored permanently.
This will be located in a locked room for security and state privacy requirements.

Design Criteria: Net Square Feet: 350
Furniture - Small counter for record review

Equipment — Sliding File system, shelving and bin storage



Break Station

The Break Station would consist of a nook in the corridor near the
administrative offices and staff restrooms. It would accommodate a small
kitchenette with a sink, coffee maker, microwave and refrigerator.

Design Criteria: Net Square Feet: 120
Furniture — Kitchenette cabinetry and sink

Equipment — Refrigerator, coffee maker, microwave

Lobby / Vestibule

The Lobby area will receive the public and provide a safe haven for
individuals in distress. An air lock vestibule will be provided with security glazing
on the interior door of the vestibule. The interior door will have an electric lock
for after hours which will be monitored from the Control Room. An intercom and
Key Fob will be located in the vestibule for after hours. A person in distress can
signal the control room and be let into the Lobby to provide a safe haven until
staff can get to the Lobby to provide assistance. Cameras should be located in
the Lobby and Vestibule for the Control Room to monitor access after hours and
to monitor public during the day.

From the Lobby there will need to be direct access to the Public
Restrooms and the counter for Occupational Fingerprinting. Secure access to
the Civil Secretary office should be provided by an electric lock controlled by the
Civil Secretary and Key FOB from the Lobby. This will provide a waiting area for
Public to fill out documents and obtaining services.

Design Criteria: Net Square Feet: 280
Furniture — 4 Chairs
Equipment - Pan, Tilt, Zoom Cameras for Monitoring, Commissary Kiosk,
Camera for Photograph Identification
Public Unisex Restroom

A unisex restroom should be provided directly off of the Lobby. The
restrooms should be ADA Accessible and should have hard ceilings to avoid
hiding any contraband. The restroom would be open to the general public
entering the facility.

Design Criteria: Net Square Feet: 80

Equipment — Diaper changing station in Female Restroom, soap and paper towel
dispenser, and sanitary napkin dispenser



Sheriff’s Office

The Sheriff's office should be located within the existing facility close to
the Civil / Reception and E-911 Dispatch. All offices will be located in a secure
area separate from the public. The room will be sufficient to have a desk,
computer station, filing cabinets, and countertop for monitors to view the
courthouse and jail. The office should also allow for an area to meet with 4
people or be located close to a small conference room. A closet should be
located within the room. The Sheriff's responsibilities include management of
the staff, meetings with the public and other agencies.

Design Criteria: Net Square Feet: 250

Furniture - Credenza, desk, chair, small work table, two-4 drawer file cabinets, 3
side chairs

Equipment - Computer, telephone with intercom, monitors for facility activities

Chief Deputy’s Office

The office should be located close to the Civil / Reception area, Sheriff’s
office and deputy squad room. The office would need to be accessible and in
proximity to the jail and booking main floor. All offices will be located in a secure
area separate from the public. The office should also allow for meetings with up
to 4 people and have a closet.

Design Criteria: Net Square Feet: 180
Furniture - Desk, chair, lateral file cabinets, 3 side chairs, 2 shelve book case
Equipment - Computer terminal, telephone with intercom, phone jack, two, 2-plug
outlets on each wall
Detective’s Office

This area is an office space for two detectives. Space is required for
administrative tasks and meetings. This office should be located near the
interview rooms for questioning suspects. A monitor should be required for
viewing interviews.

Design Criteria: Net Square Feet: 240

Furniture — 2 partitioned workstations, chair, 2 side chairs for each station and 2
filing cabinets

Equipment - Desktop computer, data outlet and telephone with intercom
capability



Sargeant’s Office

This area is an office space for two sergeants. Space is required for
administrative tasks and meetings. This office should be located near the
interview rooms for questioning suspects. A monitor should be required for
viewing interviews.

Design Criteria: Net Square Feet: 240

Furniture — 2 partitioned workstations, chair, 2 side chairs for each station and 2
filing cabinets

Equipment - Desktop computer, data outlet and telephone with intercom
capability

E-911 Director’s Office

The office should be located close to the E-911 / Dispatch Room. The
office would need to be accessible and in proximity to the main dispatch stations
and equipment room. All offices will be located in a secure area separate from
the public. The office should also allow for meetings with up to 4 people and
have a closet.

Design Criteria: Net Square Feet: 180
Furniture - Desk, chair, lateral file cabinets, 3 side chairs, 2 shelve bookcase
Equipment - Computer terminal, telephone with intercom, phone jack, two, 2-plug
outlets on each wall
Jail Administrator’s Office

This area is an office space for the Jail Administrator. The Jail
Administrator is responsible for all jail administrative duties, inmate records and
jail staff. Space is required for administrative tasks and meetings. This office
should be located near or in the correctional area and have access to records.
Space should be sufficient to meet with individual inmates as well as staff. This
could be located in the secure area of the jail.
Design Criteria: Net Square Feet: 170

Furniture — Desk, chair, 2 side chairs and 1 lateral filing cabinet

Equipment - Desktop computer, data outlet, telephone with intercom capability,
monitor for viewing cameras



Squad Room

This area will be used by Sheriff’'s Deputies and Reserve Deputies on duty
for writing reports and briefing sessions. It will not be a roll call room in the
traditional sense, but rather a personal space for each deputy on duty to read
reports, read case files and prepare reports. The room should be large enough
for 6 partitioned workstations and expandable to 8 workstations. A small counter
approximately 4 feet long should be provided with a power strip to accommodate
recharging equipment for radios and other items. A small kitchenette with a sink,
microwave, coffee maker and under cabinet refrigerator would be located in this
room. It would be anticipated that the workstations would be demountable
partitions to reduce space requirements.

Design Criteria: Net Square Feet: 650

Furniture — This area will be made up of demountable partitions. Partitions will
include overhead cabinets and filing drawers and tack board, kitchenette
cabinetry with sink

Equipment - Voice & data outlet for each work station, computer terminals, mail
boxes and bulletin boards. Large flat screen would be provided for monitoring
interviews, training and coordinating responses to severe weather conditions,
microwave, coffee maker and under counter refrigerator

Interview Rooms — Two Small Rooms

The Interview Rooms would be small rooms for conducting interviews with
victims, witnesses or suspects. This would be located in the administrative area
but out of sight of the Lobby / Public area. Typically, the Interview Room is
accessible through the employee entrance. The rooms would have a camera
with audio and digital recording capabilities. Interviews can be monitored in the
Investigators’ office.
Design Criteria: (2 Rooms) Net Square Feet: 200

Furniture - Small table and 4 chairs

Equipment — Camera, audio and digital recorder



Conference / Multi-Purpose Room / Training Center / Command Center
Part of Existing Building — No Construction Required

This room will serve as a multi-purpose room for emergency management
responses, as a major case command center for FBI or other agencies working
on high profile cases and for training. It must have the flexibility and capability to
serve a variety of uses and should be centrally located to the E-911 / Dispatch
Center, Emergency Management Office, and Administrative Staff. Multiple
phone and data outlets will be required in this room. A small kitchenette, dry
erase board and flat screen for power point presentations, monitoring emergency
situations and training should be provided.

Design Criteria: Net Square Feet: 650
Furniture — One large table with floor jack in middle, 16 stackable side chairs
Equipment — Floor jack, flat screen, dry erase / display board, multiple electric /
data outlets, and kitchenette with small sink, coffee station and microwave
Emergency Management Office — Located in the Existing Facility
Minimal Renovation Required

The office will provide space for the Emergency Manager and to meet with
the Public. It should be controlled access but accessible from the Lobby. The
office should have direct access to the Conference training room to utilize for
emergency operations and monitoring. The space should allow for a small table
for meeting with the public and a counter for reviewing plans.

Design Criteria: Net Square Feet: 180

Furniture - Credenza, desk, chair, small work table, two-4 drawer file cabinets, 3
side chairs

Equipment - Computer, telephone with intercom, monitors for facility activities

Small Conference Room
This room would be located directly off of the lobby to avoid bringing
people reporting into the secure administrative section of the building. It set up to
accommodate a table for meeting with the public or journalists.
Design Criteria: Net Square Feet: 120

Furniture — Desk, 2 chairs, 1 lateral filing cabinets,

Equipment - Computer station, phones and panic button



Janitor / Equipment Storage Closet

The Administrative area will require a small janitor’s closet. This should
be located off of the Conference / Training Room. It would be designed to
provide sufficient space for equipment storage and a mop sink. This would be
required for cleaning the restrooms, lobby, public visitation, administrative offices
and the conference room.

Design Criteria: Net Square Feet: 100

Equipment - Janitorial materials (buckets, mops), shelving for supplies (light
bulbs, paper products, toilet paper, waxes, stripping agents, etc.), mop sink and
video equipment.

Armory

This area is to be used to store firearms, chemical agents, ammunition
radios, flood lights and other equipment. It should have an electric lock
controlled by a Key FOB for tracking who has entered the room. It will need to
be located in the administrative section for security and staff availability.

Design Criteria: Net Square Feet: 150
Furniture- Work countertop, electrical power strip and cabinets

Equipment - Rifle racks, shelving and wall hooks for Kevlar vests

Men’s & Women’s Locker Rooms

A locker room should be provided for changing out of uniforms and to
avoid staff taking contamination home or to public places. It should have a
shower that could be utilized for decontamination for the staff. The Locker Room
will be for use by all staff members for the purpose of changing uniforms,
securing personal belongings and preparing for work. The rooms will contain half
size lockers, bench, toilet facilities and shower for use as a decontamination area
for Deputies. The women’s locker room will have a lactation / mother’s room with
a small cabinet and sink.

Design Criteria: 2 rooms Approx 200 SF Net Square Feet: 400
Furniture - 18 half size lockers, full length mirror and bench

Equipment - Shower, HC accessible toilet, sink, mirror, paper towel dispenser
with waste receptacle and exhaust fan



Staff Restrooms Not Required

The male and female restrooms located in the Locker Rooms will be
utilized for the Staff Restrooms by the administrative staff

Design Criteria: Net Square Feet: 80 Each

Occupational Finger Printing Station

This could be a small kitchenette in the administrative area that could be
used for occupational finger printing. This would avoid providing this service in
the secure section of the jail exposing the public to the inmates and avoid safety
hazards. This could be located directly off of the Lobby.

Design Criteria: Net Square Feet: 60

Equipment: Small kitchenette with cabinets and a sink

Evidence Room

The Evidence Room will be used to process and store evidence. It would
be located towards the outside of the facility to allow for double doors to bring in
large evidence. It would be anticipated that a room with a pass thru evidence
locker with a counter for processing would be attached to the evidence room. An
electric lock with a Key FOB would be required for entrance into the main
evidence storage. A counter with a sink, computer station and emergency eye
wash and shower would be provided. The Evidence Room would be located in
the secure administrative area.

Design Criteria: Net Square Feet: 800

Furniture — Small desk and chair, storage bins, shelves, gun lockers, and storage
cabinets (lockable), refrigerator (lockable)

Equipment — Computer, high density storage shelving, 4 drawer file cabinet, data
and telephone with intercom capabilities



E-911 - Dispatch

The E-911 / Dispatch will be located in the administrative area close to the
Sheriff's and E-911 Director’s offices. This will be located in a hardened
structure with an Equipment Room for installation and protection of equipment. A
restroom and small kitchenette will be attached to E-911 / Dispatch as this post
must be monitored 24 hours per day. It will be sized to accommodate two E-911
Dispatch Stations.

Design Criteria Net Square Feet: 650
General Design Description: This is a secure, self-contained area and will be a
secured area within the administrative section. The E-911 / Dispatch will have a
separate bathroom, separate climate control system, and access / egress system
as compared to the remainder of the facility. It must have its own security
envelope separate from that of the rest of the secure area, including secure
walls, doors, ceilings, floor, and entry.
Furniture: Countertop, 911/ control stations with chair, filing cabinets
Equipment: All equipment will be in the wind resistant equipment room
Doors: Security doors / electric lock
Windows: None
IT Room

An IT Room will be provided for the administrative servers and phone

equipment.

Design Criteria: Net Square Feet: 100



Site Analysis
Site Plan & Floor Plan






Sac County Sheriff’s Office & Jail
Site Analysis

Several options for a site for the new facility were considered. Sites were
considered in town, on the City site outside of town and on adjacent courthouse
properties. The County wanted to avoid transporting inmates back and forth to
court appearances and depositions. They also wanted to keep the services
together to accommodate the public.

The site development and possible purchase costs of some of the sites
drove the costs of the project up and did not appear to be financially feasible. It
was also determined that it would not be cost effective to take the old jail down
and transport inmates out of County.

It was determined the best solution was to build the new facility on the
courthouse property on the north side of the courthouse in two phases. The new
jail section of the building would be built in phase one. That way inmates could
be held in the existing jail until the new facility was completed. This would
minimize any need for the County to pay housing costs to transport inmates out
of County. The inmates could then be moved to the new facility and the existing
jail would be demolished in phase two. The Sheriff's offices and the E-911 /
Dispatch section of the building could then be completed and attached to the
courthouse and the new jail.
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Debt Service Levy
Tax Impact






DEBT SERVICE LEVEY IMPACT SUMMARY
SAC COUNTY, IOWA

RESIDENTIAL PROPERTY

1/1/2023 EST. TAX MONTHLY
TAXABLE ANNUAL TAX
ASSESSED X ROLLBACK X LEVEY = TAX
VALUE INCREASE

VALUATION INCREASE INCREASE
100,000 X 46.3428% = 46,343 X 0.57983 = 26.88 2.24
150,000 X 46.3428% = 69,514 X 0.57983 = 40.31 3.36
200,000 X 46.3428% = 92,686 X 0.57983 = 53.75 4.48
225,000 X 46.3428% = 104,271 X 0.57983 = 60.46 5.04
250,000 X 46.3428% = 115,857 X 0.57983 = 67.18 5.60
300,000 X 46.3428% = 139,028 X 0.57983 = 80.62 6.72
500,000 X 46.3428% = 231,714 X 0.57983 = 134.36 11.20

COMMERICAL PROPERTY
1/1/2023 EST. TAX MONTHLY
TAXABLE ANNUAL TAX
ASSESSED X ROLLBACK = X LEVEY = TAX
VALUE INCREASE

VALUATION INCREASE INCREASE
100,000 X 46.3428% = 46,343 X 0.57983 = 26.88 2.24
150,000 X 46.3428% = 69,514 X 0.57983 = 40.31 3.36
200,000 X TIERED = 114,514 X 0.57983 = 66.40 5.54
250,000 X TIERED = 159,514 X 0.57983 = 92.50 7.71
500,000 X TIERED = 384,514 X 0.57983 = 222.96 18.58
1,000,000 X TIERED = 744,514 X 0.57983 = 431.70 35.98

AGRICULTURAL PROPERTY(LAND ONLY)

1/1/2023 EST. TAX MONTHLY

TAXABLE TAXABLE ANNUAL TAX
ASSESSED(CSR) X ROLLBACK = = #OFACRES X LEVEY = TAX

VALUE VALUE INCREASE

VALUATION INCREASE INCREASE

2,138.97 X 71.8370% = 1536.58 = 1 X 1536.58 0.57983 = 0.89 0.08

= = 40 X 61,463 0.57983 = 35.64 2.97

= = 160 X 245,853 0.57983 = 142.56 11.88

= = 320 X 491,706 0.57983 = 285.11 23.76

= = 640 X 983,411 0.57983 = 570.22 47.52




